Table 3. Refiner and Blender Net Production

(Thousand Barrels per Day)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product / Region 11/21 | Difference | 1/10/20 Zfl':’:;‘; 111719 Zﬁf:;‘; 1/8/21 11020 gﬁ'::;‘;
Refiner Net Production
Finished Motor Gasoline’ ................ 1,414 1,471 -57 1,825 -22.5 1,873 -24.5 1,508 1,787 -15.6
East Coast (PADD 1) .. 51 50 2 63 -19.1 64 -19.7 51 65 -21.4
Midwest (PADD 2) .... 345 341 4 347 -0.4 384 -10.0 347 362 -4.2
Gulf Coast (PADD 3) ... 793 855 -62 1,145 -30.8 1,155 -31.3 879 1,090 -19.4
Rocky Mountain (PADD 4) .... 148 145 3 151 -2.3 168 -12.2 153 152 0.8
West Coast (PADD 5) .... 77 80 -3 118 -35.0 102 -24.9 78 117 -33.6
Reformulated ................. 32 34 -2 38 -16.8 38 -15.5 35 40 -12.8
Blended with Ethanol 32 34 -2 38 -16.8 38 -15.5 BE) 40 -12.8
Other 0 0 0 0 0.0 0 0.0 0 0 0.0
Conventional 1,382 1,437 -55 1,786 -22.6 1,835 -24.7 1,474 1,747 -15.6
Blended with Ethanol 414 411 3 461 -10.2 446 -71 425 451 -5.8
Ed55 and Lower ..... 414 411 3 461 -10.2 445 =71 425 451 -5.8
Greater than Ed55 . 0 0 0 0 -66.7 0 -80.0 0 0 -55.6
Other .... 968 1,026 -58 1,325 -26.9 1,390 -30.3 1,048 1,296 -19.1
Distillate Fuel Oil .. 4,632 4,756 -124 5,181 -10.6 5,382 -13.9 4,637 5,283 -12.2
15 ppm sulfur and Under . 4,450 4,565 -115 4,905 -9.3 4,957 -10.2 4,471 4,990 -10.4
> 15 ppm to 500 ppm sulfur . 59 28 31 108 -45.3 138 -57.1 39 120 -67.5
> 500 ppm sulfur .. 123 162 -40 168 =271 287 -57.3 127 173 -26.6
Kerosene .................. -3 11 -13 9 -131.6 9 -131.6 5 14 -64.9
Kerosene-Type Jet Fuel . 1,237 1,145 92 1,944 -36.4 1,813 -31.8 1,180 1,920 -38.5
Residual Fuel Oil 144 180 -36 275 -47.7 435 -67.0 156 261 -40.4
Blender Net Production

Finished Motor Gasoline' ... 6,454 6,461 -7 7,787 -1741 7,935 -18.7 6,886 7,934 -13.2
East Coast (PADD 1) 2,596 2,427 169 2,936 -11.6 3,068 -15.4 2,632 3,014 -12.7
Midwest (PADD 2) 1,591 1,696 -105 2,031 -21.7 2,029 -21.6 1,789 2,068 -13.5
Gulf Coast (PADD 3) ... 1,031 1,129 -98 1,278 -19.3 1,293 -20.3 1,174 1,315 -10.7
Rocky Mountain (PADD 4) . 114 120 -6 155 -26.6 147 -22.7 123 152 -19.1
West Coast (PADD 5) 1,122 1,089 33 1,387 -19.1 1,398 -19.7 1,168 1,384 -15.7
Reformulated 2,422 2,370 52 2,950 -17.9 3,000 -19.2 2,535 2,998 -15.4
Blended with Ethanol 2,422 2,370 52 2,950 -17.9 3,000 -19.2 2,535 2,998 -15.4
Other .......... 0 0 0 0 0.0 0 0.0 0 0 0.0
Conventional . 4,032 4,091 -59 4,837 -16.6 4,936 -18.3 4,350 4,936 -11.9
Blended with Ethanol 4,550 4,282 268 5,034 -9.6 5,066 -10.2 4,645 5,132 9.5
Ed55 and Lower ..... 4,544 4,276 267 5,029 -9.6 5,062 -10.2 4,640 5,127 -9.5
Greater than Ed55 . 6 5 1 5 19.9 4 51.5 6 5 171
Other .............. -518 -191 -327 -197 163.0 -130 297.8 -295 -196 50.3
Distillate Fuel Oil ..... 29 29 0 24 213 30 -3.3 31 21 45.8
15 ppm sulfur and Under . 29 28 1 23 221 27 5.2 30 23 33.0
> 15 ppm to 500 ppm sulfur . 4 4 0 -9 -146.5 9 -50.4 4 6 -30.7
> 500 ppm sulfur .. -4 -4 0 10 -142.8 -6 -32.7 -3 -7 -57.8
Kerosene .... 1 1 0 2 -70.9 1 -31.6 1 1 -49.2
Kerosene-Typ 1 2 -1 -6 -117.2 0 0.0 1 -2 -184.4

~~ = Not Applicable.

1 Does not include adjustments for fuel ethanol and motor gasoline blending components.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.
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